Spike Puller

INNOVATIVE DESIGN FROM RACINE RAILROAD PRODUCTS

The Spike Puller is the fastest puller in the
marketplace offering 13,000 Ibs of pull force.
Jaws are in a “ready to pull” position when
approaching the spike. Jaws automatically
release the spike as the trigger is disengaged.

Patented Lower Chute Design

Unique lower chute design minimizes the “kick”
during pulling. Lower leg incorporates reinforced
bottom and enclosed chute to eliminate spike
jams. Jaws are easily repaired/replaced or
converted to hairpin jaws via the side panel.

Versatile

Patented rotating handle with cushioned grips
easily rotate for parallel or straddle spike pulling.

Model 910097

10 GPM @ 2000 psi
38 LPM @ 138 bar

33in.
83.8 cm

Circuit

Length

16 in.

MISE 40.6 cm

Height

15.2 cm

49 Ibs

Weight (Dry) 22 ke

13,000 Ibs

Pulling Force 5,902 kg

For a complete list of specifications and machine options available, contact Racine Railroad Products, Inc. at:
Tel (262) 637-9681 « Fax (262) 637-9069  email: custserv@racinerailroad.com
1955 Norwood Court ¢ Mount Pleasant, Wisconsin 53403
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